




PLYWOOD BOARD

ILOMBA (CALABO) / PINE
PLYWOOD BOARD: Faces ILOMBA (CALABO).  
Core: PINE.

MEDIDAS: 2500 x 1220.

THICKNESSES: 10 mm a 30 mm.

GLUING: Inner CLASS I and Outer CLASS III
(UNE EN 314 STANDARD).

QUALITY OF FACES: 
BB / BB.

PLYWOOD BOARD 

ILOMBA (CALABO)
PLYWOOD BOARD: 100% ILOMBA (CALABO).

SIZE: 2500 x 1220. 

THICKNESSES: 3 mm to 40 mm.

GLUING: Inner CLASS I y Outer CLASS III
(UNE EN 314 STANDARD).

QUALITY OF FACES: B / BB.

We offer the possibility for  
re-veneering the board 
with decorative 
veneers.

PLYWOOD BOARD 

ILOMBA (CALABO) / MIXED
PLYWOOD BOARD: Faces ILOMBA (CALABO).
Core: TROPICAL TIMBER / PINE.

SIZE: 2500 x 1220. 

THICKNESSES: 10 mm to 30 mm.

GLUING: Inner CLASS I and Outer CLASS III 
(UNE EN 314 STANDARD).

We offer the possibility 
for re-veneering the 
board with  
decorative 
veneers.

PLYWOOD BOARD 

ILOMBA (CALABO) / COMBI
PLYWOOD BOARD: Faces ILOMBA.  
Core: MIX (TROPICAL TIMBER / POPLAR / PINE).

SIZE: 2500 x 1220 (Check availability in other sizes).

THICKNESSES: 3 mm to 40 mm.

GLUING: Inner CLASS I and Outer CLASS III 
(UNE EN 314 STANDARD).

We offer the possibility for  
re-veneering the board with  
decorative veneers.


